NOTES:
1. INSULATORS INVERTED FOR UNDERHUNG MOUNTING.
2. CUSTOMER TO SUPPLY "X" & "Y" DIMENSIONS.
3. ALL DIMENSIONS ARE IN INCHES.
4. DIMENSIONS IN [ ] ARE IN mm.
5. WEIGHTS IN [ ] ARE IN kg.

STANDARD HORIZONTAL TERMINAL PAD
WITH (4).56 [14] HOLES (EACH END)

CRANK SWINGS 90° TO OPEN

OPTIONAL ARC HORNS

OPEN POSITION

SEE DWG. C112A049
FOR OTHER AVAILABLE TERMINAL ARRANGEMENTS

NOTES:
1. INSULATORS INVERTED FOR UNDERHUNG MOUNTING.
2. CUSTOMER TO SUPPLY "X" & "Y" DIMENSIONS.
3. ALL DIMENSIONS ARE IN INCHES.
4. DIMENSIONS IN [ ] ARE IN mm.
5. WEIGHTS IN [ ] ARE IN kg.

V2-HC COPPER VERTICAL BREAK DISCONNECT SWITCH
7.2KV-34.5KV 4000 & 6000A, 5" B.C. INSULATORS

Cleaveland/Price Inc.  14000 Rt. 993  Trafford, PA 15085-9550